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ProPlus electric bi-level desk

USER SIDE

USER SIDE

REAR SIDE

biomorph ®
 

ergonomic PACS furnitureIMPORTANT: Longer side of foot towards user

IMPORTANT: Longer side of foot towards user
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cable chain (important: extend desktops to full
opposite heights to ensure that cables will travel w/o stress)

controller box. 
(connections face front or rear
depending on model)

IMPORTANT: OPERATION & TROUBLESHOOTING
1. Adjust up or down by pushing the up or down arrows.
2. When first assembled or when unplugged, always lower
the table to bottom, release then hold down for 10 seconds
to level surfaces and reset controllers.
3. To set height memory: choose height, press ‘S’ then ‘1’ or ‘2’.
    To return to preset: press the chosen # (1or 2) 
4. Push button w/circular arrow to change from front to rear.
TROUBLESHOOTING: Check all connections and reset per #2.
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adjustable PACS furniture

ProPlus Table
Cable Management
Questions? call 888 302 3375

Run extra cable length through the CableCab.
Place plugstrip inside for connections.

Position with removable panel facing user.

controller box
for surfaces

cable tracks
use supplied cable guides

switch for
front / rear

surfaces

desk frameCableCab

  

#1(leg cables)
#1(switch)

#2
#3

#4

cable chain

use supplied screws to attach CableCab
using pilot holes, centered on grommet hole

mounts for monitor arms
(if purchased)

CableCab

attach tops to frame with 
supplied screws using 
pilot holes

use pilot holes
to mount
cable chain
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DPF1C - Desk Panel

Operation of the DPF4T “multiple references”

Function:
Compared to a standard DPF1C the fi rst memory button on the DPF4T is replaced by a toggle button, i.e. 
that the panel has 2 memory buttons instead of 3 (memory 1 and memory 2).Besides the toggle button the 
DPF4T works like the DPF1C. 

Up and down (
   

V): 
You just either have to activate the up or down button for parallel drive and the system will drive until 
releasing the button again or when the system reaches end position.

Memory:
The four small buttons are used for toggle function, memory drive and storing memory.

Store memory
• Press S – button, the display will fl ash for 2 seconds
• Within these two seconds press one of the small buttons with dots and the position will be stored at this
 button 1A. 
• The panel will acknowledge by showing “1”or “2” in the display depending on the chosen position 

Memory drive (small buttons with dots) 
Press one of the memory buttons and the system will start driving to the pre-programmed memory position. 
Keep the button pressed until the position is reached.

Display function
Shows the actual height in either cm or inch.

   = Parallel up

 V = Parallel down

 S  = Store memory 

     = Toggle button

••  = Memory 1

••  = Memory 2 

V

V




